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SERIESQMU LTI MEDIA SYSTEMS euro te C h®

Water Treatment Technology

Standard Features

e ST 37-2 carbon steel tank, outer surface coated

with SA 2 quality sand, 200 micron epoxy based lining

and acrylic dye, iner surface coated with 250 micron epoxy
e Tank test pressure 10 bar

e PVC piping for 3, steel piping for 4,5 and 6

e Octopus type distribution structure up to 1850 series,
nozzle plate after 1850 series

® Pneumatic or electric motor, double effect butterfly valves
¢ Valve Material: Sfero Disk, Rilsan coated GG25 body,
AlSI 420 Axle, EPDM sealed butterfly valves

e Timer controlled backwash

¢ IP55 control panel with PLC to control backwash and
service automation

e Operating Pressure 2-6 bar

e Pressure loss 0,5 bar

Optional Features

e Stainless Steel Body

e Stainless Steel Piping

¢ Switch box control for valves
e Differential pressure Control

Design Criterias

e Filtration velocity 20-30 m3/m2h
e Backwash Duration 15-20 min

e Backwash velocity 30 m/h

Technical Features

“ONN c BACK i i
CODE MODEL CONNEC FLOW h13/l1 K| Dimensions cm ARI;A ME
20m/h  30m/h 3 D (cm) H (cm) m Antrachyte kg~ Sand kg Gravel kg

MM.EQ750.15 EQ 750-1 1/2 11/2 8.8 13.2 13.2 75 195.0 0.44 200 200 100
MM.EQ950.2 EQ 950-2 2 14.2 21.3 21.3 95 210.0 0.71 275 275 175
MM.EQ1100.2 EQ 1100-2 2 19 28.5 28.5 110  217.5 0.95 350 350 250
MM.EQ1200.25 EQ 1200-2 1/2 21/2 22.6 33.9 33.9 120  225.0 1.13 500 500 325
MM.EQ1350.25 EQ 1350-2 1/2 21/2 28.6 42.9 42.9 135 2775 1.43 625 625 450
MM.EQ1600.3 EQ 1600-3 3 40.2 60.3 60.3 160  290.0 2.01 900 900 650
MM.EQ1850.4 EQ 1850-4 4 53.8 80.7 80.7 185 300.0 2.69 1200 1200 875
MM.EQ2100.4 EQ 2100-4 4 69.2 103.8 103.8 210  317.5 3.46 1500 1800 1350
MM.EQ2300.5 EQ 2300-5 5 83 124.5 124.5 230 325.0 4.15 1900 1900 1675
MM.EQ2500.5 EQ 2500-5 5 98.2 147.3 147.3 250 3375 491 2250 2250 1950
MM.EQ3000.6 EQ 3000-6 6 1414 2121 212.1 300  360.0 7.07 3200 3200 2950
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